
  



 

 

 

 

 

 

  
 

Processor: 

Intel® Xeon® Scalable 4th Gen Processor series  

Dual Socket LGA-4677 (Socket E) supported, 

CPU TDP supports Up to 350W TDP 

 

 
Memory:  

16 DIMM slots supports up to  

4TB ECC RDIMM, DDR5-5600/4800MHz;  

Corrects single-bit errors  

Detects double-bit errors 
 

 

Drive bays: 

Up to 8 drive bays SFF/LFF hot swappable 

Support up to 8 Sata/SAS HDD/SSD Drives 

 
Power Supply (PSU): 

800W Platinum 80 Plus Redundant Power 
Supply (Optional) 

1200W / 1600W Titanium 80 Plus Redundant 

Power Supply  

2000W Titanium 80 Plus Redundant Power 

Supply 

 

 

OS Supported: 

Microsoft Windows Server® 2019 64Bit 

Microsoft Windows Server® 2022 64 Bit 

Red Hat Enterprise Linux 8.0 / 9.0 64 Bit 
Cent OS 9.0 64 Bit 

Ubuntu® LTS 22.04 64 Bit Svr 

VMWare ESXi 7.0b GA x64 

VMWare ESXi 8.0 

 
Graphics: 

ASPEED AST2600  
VGA D-Sub Connector port(s) 

 

 

Chipset: 

Intel® C741 Chipset  

 

Warranty:  

3 Yrs. Onsite Advance Replacement Warranty 

Across India. 



 

 

 

       

Features and Specifications ï Arin® Power Server 

Model: AR-WS7000(A70) 

 

Features Technical specifications 

Form Factor 
4U Rack Mountable with Sliding Rail Kit 

Processor 
Dual Intel® Xeon® Gold 6430 processors, 32 Cores 64 Threads, 2.10 GHz 60 MB 

Cache, 3.40GHz Turbo Frequency 270W TDP 

Chipset 
Intel® C741 Chipset 

Memory 
16 DIMM slots supports up to 4TB ECC RDIMM, DDR5-4800MHz;  

256GB DDR4 (4 x 64 GB) ECC RDIMM 4800MHz Installed 

Storage controllers 
Onboard RAID Controller with 8 Controller Ports support RAID level 0, 1, 5 

HDS 
1 x 960 GB SATA 6Gb/s  

HDD(s) 
1 x 8TB 3.5ò SATA 7.2K RPM  

Optical Drive 
1 x DVD-RW Drive 

Graphics  
1 x NVIDIA Ada L4 24GB GDDR6 PCIe Gen 4th  

Drive bays 
8 Drive bays SFF/LFF hot swappable & 2 M.2 NVMe 

Power supplies 
 2 x 2000W Titanium 80 Plus Redundant Power Supply 

TPM 
1 TPM Header 

Trusted Platform Module (TPM) 2.0 

Embedded / At-Server 
Redfish / RMMC 

Management & Consoles: 
KVM with dedicated LAN  

IPMI2.0  

Redfish 

Management 
IPMI 2.0 with virtual media over LAN and KVM over LAN support 

Security 
Trusted Platform Module 2.0  

Secure Boot 

 

  

 

  



 

       

Features and Specifications ï Arin® Power Server 

Model: AR-WS7000(A70) 

 

Features Technical specifications 

Internal I/O & Ports  
Dual LAN with Gigabit Ethernet Controller 

2 x 10GbE BaseT Ports 

Intel® C741 controller for 8 SATA3 (6 Gbps) ports; RAID 0,1,5 

1 x VGA D-Sub Connector port 

4 x USB 3.0 Gen1 (Rear),  

2 x USB 3.0 (ports) (Front) 

1 COM Port(s) (Rear) 

2 PCIe 4.0 x8 

4 PCIe 4.0 x16 

M.2 Interface: 1 SATA/PCIe 4.0 x4 

M.2 Form Factor: 2280/22110 

M.2 Key: M-Key 

 

Graphics 
ASPEED AST2600  

VGA D-Sub Connector port(s) 

 

OS Supported 
Windows, Red Hat Enterprise Linux, Ubuntu, Suse Linux 

Virtualization Platform  

Supported 

VM Ware, Hyper-V, OpenStack, Kubernetes 

Management 
Redfish API, Server Manager, KVM with dedicated LAN,  IPMI 2.0 

Server Health Logging, Out of Band Management 

Power-on mode for AC power recovery, ACPI Power Management 

Chassis intrusion header, Chassis intrusion detection 

7x 4-pin fan headers (up to 7 fans) 

System level control 

PWM fan speed control 

Fan speed control 

Overheat LED indication 

System temperature, Monitors CPU voltages 

 

Recommended support and 

services 

Choose arin®  for critical systems hardware and software support for your Power Server 

solution. Consulting and deployment offerings are also available. Contact your arinÊ 

representative today for more information. 

 

Warranty  
3 Year Onsite Warranty. 

 

 

 

 

 

 

 

 

 


